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8” Wall Trench Shields
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Job site photos are strictly intended for general product information only and may not comply with all applicable safety standards.  Always refer to 
manufacturers’ specific tabulated data, O.S.H.A. 29 CFR 1926 Subpart P for excavations, and all applicable safety standards prior to each use.

8M Series 
The standard version of the 8” wall trench shields, 
the 8M Series is a non-rigid design with strategic 
reinforcements, providing workers protection on some of 
the most demanding job-sites.  Offering users excellent 
depth ratings while providing exceptional vertical pipe 
clearance.  The 8M Series can be set up in a 4- or 5-collar 
configuration to meet the needs of most any job-site while 
providing a safe and productive working environment. 
Ideal for use with machine over 80,000 pounds.  8M 
Series shields use 8DS (8” Sch 80) spreaders.
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Shield 
Cap (PSF)*

Maximum Depth per Soil Type (ft.)*    

       A     B          C-60        C-80
Size 

H      L

8H Series 
Designed from the 8M Series, the 8H Series provides 
users the extra depth needed for those tough, demanding 
projects while not sacrificing an inch of vertical pipe 
clearance!  
Meant for use on only the toughest of job-sites, the 
8H Series is designed for use with excavators in the  
100,000+ pound range. 8H Series shields use 8DS 
(8” Sch 80) spreaders. 

Additional sizes are also available
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Additional sizes are also available


